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1. Install driver and ZDWIlan Utility

WA RN RN AN R AEE A EEESEEEEAEEEAANEEESEEASEEEEASSEEESEEESEEEEEEEEEEEE

iDouble Click

{PLANEX ZD1211MacUSB _install 3 0 0 _0.dmg

_1.5_0_0.dmg

_2D1211MacUSB_install_1_5_0_0

ZD1211MacUSE_install

ZD1211MacUSB_instal
I_1.5.0_0

O~ lacal disks

@ Network

g Macintoch OS
) Macintoch 0S-B
2l Macintoch 05-2
=l Macintoch DATA

. ZD1211MacUSB_install_1_5_0_0 &

Mame

&

Datz Modified

[H Desktop

At apple

ﬁ Appl cations
ﬁ Documents
ﬁ Movies

é Music

ltﬂ Fictures

-
»

[ MAC OS 10.3
| MAC 05 10.4

‘s ReadMe.rtf
@ Z01211MacPkg_uninstall_1_5_0_0.pkg

ouble Click

SessEEEEEREEEEEEn

ZD1211MacUSB _install 3_0_0_0.pkg
Select install folder by Mac OS version.

Today, 1:18 PM
Today, 1:07 PM
Yesterday, 5:59 PM
Today, 1:46 PM

Tasmssssmssssnans

4 items, 1.4 ME avzilable

Install ZyDAS Wireless Lan Driver Install

Welcome to the ZyDAS Wireless Lan Driver Install Installer

_

O Introduction
® Read Me

® Select Destination
[ ] instalté‘t{mn Type

® Installing

® Finish Up

| Welcome to ZyDAS Wireless Lan Driver Install installation
program. You will be guided through the steps necessary to
run this software.

i Click Continue




Install ZyDAS Wireless Lan Driver Install

O Introduction

© Read Me

[ ] Select_\Destinarion
® Installatigh Type
® Installing

® Finish Up

Important Information

ZyDAS Wireless Lan Driver Install 1.02 for Mac OS5 X
March. 31, 2005

This README file contains important information you shiould know
about ZyDAS Wireless Lan Driver Install for Mac OS X. Please
carefully read it before you install this software.

System Requirements:
Mac OS X version 10.2 or later.

Installation Instructions:
None.

Known Issues and Bugs:
None.

_

(Crim ) (swe ) (Gosack | (coninue ) Jrmmmt Click Continue

Install ZyDAS Wireless Lan Driver Install

O Introduction
) &{d Me

(5] Sele\ezg Destination
®In stall;it_ion Type

® Installing

® Finish Up

Select a Destination

| Select a destination volume to install the ZyDAS Wireless
Lan Driver Install software.

Macintoch 0S

19.9GB (14.7GB Free}

Macintoch DATA Macintoch OS-A
5.8GB (22.3GE Free)  4.9GB (4.9GB Free)

Ya»

Select a Destination
== Volume

Installing this software requires 774KB of additional space.

You have selected to install this software on the volume
“Macintoch 05."

_

et Click Continue




000 Install ZyDAS Wireless Lan Driver Install

O Introduction
© Read Me Click Upgrade to perform a basic installation of this
software package on the volume “Macintoch 0S."

Easy Install on “Macintoch OS"

(-] Sele\a_ Destination
© Installation Type
® Installing

® Finish Up

=i Click Upgrade

Authenticare
ﬂ Installer mquires T_hatvuu type your password_ :--------------------------u----u-----u---u--:
' : : Enter Name and Password of
_: : the user with Administrative :
3 ~ H :
irights. :
Name: | apple :
Password
= Details
| S
@I Cancel oK i Click OK

Installing this software requires you to
restart your computer when the
installation is done. Are you sure you want
to install the software now?

( Cancel :] IC Continue Installatien ) HClick Continue Installation




000 Install ZyDAS Wireless Lan Driver Install

© Introduction
e &d Me

(-] Sele\a_ Destination

Install Software

© Installation Type
 Installing The software was successfully installed

© Finish Up

Click Restart to finish installing the software.

_ . T T

i Click Restart

:If this the first time you run this Wireless card after installaion, please enable the new network
:interface in the Network Control Panel in System Preferences.
: It is essential to follow the steps in below, before first launch of ZyDASWLan utility.

866 System Preferences e

=Y

Show All ¢ Displavs Sound

i Click Network

JE e e - -




= g New Port Detected
A e A new network port has been detecied:

Etherner Adapror (en2)

Pleaze verify that it iz configured correctly, than
press Apply Mow to activate it.
000 Metwork e

w =G

show All | Displays Sound | Network

Location: | Automatic H

Show: | Network Status H

@  AirPort AirPort is currently off.

@ Internal Modem Internal Modem is not set up.

(Conﬁgure...) ( Connect... ) ®

s EEEEEEEEEEEEERERREEE

] - -
[i Click the lock to prevent further changes. ( Assistme... ) Apply Now ) t Click Apply Now :

It’s ready to use Wireless.




2. Use ZDWlan Utility

06 System Preferences (=]
s W H @
— | L —
Show All : Displavs Sound Network
il ;
! VJ
Y
i
-5
(8¢
T TP e PR P EPP TP EOPRPEEPPITEEPPPPE .
: Launch ZyDasWLan ,
essssssunansn s sesasERaaa R e a R a o "

! After installation and enable network configuration, you can open the wireless lan Utility in System
: Preferences




MainView

Double Click one SSID in

AR - ZyDASWLan - =]
« W J S
L
Show All Displays Sound MNetwork
Network Adapter:
{ZyDAS USB2.0 WLAN )

Available Network: Current Network Information

i Available Network or Click

: P . : SSID Strength Channel: 6
: Connect this site : it would : dh 30%
: H adhoc Type: Infrastructure
: connect to the selected : annie-678 61% T (i
: siteSSID. = Macintoch 30% | B Lhacintoe
: : wrtS5ag 73% 4 Tx Rate: 54 Mbps
EsssssssssssssssEEEssEEsssEEEEsEEEsEEEEE Y
'''' Encrypt: None [ _More Setting...)
[ Refresh )
H . . - Link Status: Connected to Access Point. BSSID=00 00 55 66 66 18
: Click More Setting...: Open : e Status
imore setting panel : Signal Strength: 72%
: : Link Quality: 70%
EL R R RN Nl
Tx Frame: 38 Rx Frame: 57
afse - ZyDASWLan - (=]
. e« @ J @
Click one SSID in Available : P Sed
. H Show All Displays Sound Network

Network: it would show the :

AP information in right Network Adapter:

window. : (" ZyDAS USB2.0 WLAN o

Request dialog would pup if
ineed Encryption in WEP.
‘No” for configure new key
setting, “Yes” for use previou
setting.

Available Network: Selected Network Information

S5ID Strength Channel: 6
wrt55ag 44% Type: Infrastructure
annie-678 64% E =0
Macintoch 100% ey
smccc 58 2 BSSID: 00 00 55 66 66 18
v
Refresh |
Connecting...

= x You have to selected to connect 1o the
i i WEP encryption network. Do you want to
4 use the previous WEP setting?

C e ) (

Yes :1

! Connect this site E]



_General Connection Setting M()]‘e Setting
Channel 6 =

SSID Macintoch

Network Type |Infrastructure )

Encryption Disable WEP +

Authentication Mode Auto F2 Change connection setting

Encryption Setting

I( 'WEP Encryption Key Setting )! E Open WEP key setting

Profile
Profile name: L]

Load ) ( Save Current | [ Delete )
_Other

For view information...

pen Information

Cnformation )
-— l Close the More Setting Panel

General Connection Setting

Channel & )

SSID  Macintoch

Network Type : Infrastructure o ]
Encryption : Disable WEP v ]

Authentication Mode | Auto | Apply )—— pply the new setting.

Encryption Setting

( ‘WEP Encryption Key Setting )

Profile
Profile name: L]

Load ) ( Save Current | ( Delete )
_Other

For view information...

Information




WEP Key Setting

Key Length: *) 64 bit 128 bit (256 hit WEP Key Setting
Default Key ID: #1 y
KEY Format: E Hexadecimal : ASCII EEEEEEESEsEESEsEEEEEEEEEEEEEEEEEEEEEE

ote: If you open the “Wep
Key Setting” along by click
the button “WEP Encryption
Key Setting” from More

: setting panel, you need to do

i re-connection by “apply” or
Please enter exactly 10 HEX digits. E double click the AP by the list
of available network.

Key Value: #1: *#+esssexs

e

#3:  wrEEEEaEE

#4:  rrEEEEaeEs

WEP Key Setting

Key Length: (*) 64 bit (128 bit () 256 bit

. ST
Default Key ID: #1 v
Key Format: (*) Hexadecimal O ascl

Key Value: #1: 0123456789

#2: | rrrEEraeEs

#3: | rrErErrrrs

#4: | rrErErrrers

Please enter exactly 10 HEX digits. Apply

Apple the new setting.

[Cox ) ——2 Click OK.

General Connection Setting

Channel & [ Profile

SSID  Macintoch

Network Type " Infrastructure £

Encryption | Disable WEP £

Authentication Mode " Auto 2 Apply )l— 2 Click Apply to setting.

Encryption Setting

( ‘WEP Encryption Key Setting )

Profile
Profile name: myprof_01 L]

I ( Load ) I Save Current | ( Delete } H 1 Load the selected profile H
Olh&r EL R R R NN L)

For view information...

Information




SYSTEM INFORMATION Information

Driver Version: 1.3.0.0
Utility Version: 1.3.0.0
MAC Address: 00 a0 c5d5 41 43

o)

e686 Network =
s Y
Show Al Displays Sound | Network
> Network setting
Location: = Automatic 4
show: | Network Status H
Ethernet Adaptor (en2) is currently active and has the IP address
o Ethernet Adaptor 172.18.1.165. You are connected to the Internet via Ethernet
(en2) Adaptor (=n2).
@  AirPort AirPort is currently off.
@ Internal Modem Internal Madem is nat set up.
( Configure.. ) ( Connect ) @
n_ -
| Click the lock to prevent further changes. ( Assist me... ) Apply Now
0606 Metwork e
LY
Show All | Displays Sound ' Network
Location: | Automatic 4
Show: | Ethemet Adaptor (en2) =
- ""TCP/IP  PPPoE | ApplaTalk = Proxies = Ethernet . T
— = : Check the TCP/IP setting for :
Configure IPv4: = Using DHCP B - H
your network. :
I IP Address: 172.19.1.165 I :
EesssssssssssssssssssEEEEEEEEEsnsnnnnnnnnnnnnt
Subnet Mask: 255.255.255.0 DHCP Client 1D:

{If required)
Router: 172.19.1.252

DNS Servers: (Optionaly

Search Domains: (Optionaly

IPvE Address: fe80:0000:0000:00000:0211:e2ff:fe01:908a

Configure IPv6... @

A
d Click the lock to prevent further changes. ( Assist me... ) ( Apply Now




3. Unlnstall driver and ZDWlan Utility

i Please close Utility before uninstall it!

ZD1211MacUSB_install_1_5_0_0

~ O local disks

@ Network . E ot L 4| pate Modified

; » [f MAC 05 10.3 Today, 1:18 PM
=l Macintoch 05 » [F MAC 05 10.4 Today, 1:07 PM
g Macintoch O5-B "4 ReadMe.rtf Yesterday, 5:5% PM
g Macintoch OS-A I & ZD1211MacPkg_uninstall_1_5_0_0.pkg | Today, 1:4€ PM

= Macintoch DATA

. ZD1211MaclSB_install_1_5_0_0 &

[HH Desktop "

4 apple

[ Documents i Double Click
ﬁ Movies

é Music
uj Pictures &

ﬁAppIicalions Arssssussssssunsasssnnnnnnnnnnnnnnnadunnnnannnnnnnnnnnnnnnnnnnnnnn

ZD1211MacUSB_uninstall 3 0_0_0.pkg

- ¥

afa Install ZyDAS Wireless Lan Driver Uninstall

Welcome to the ZyDAS Wireless Lan Driver Uninstall Installer

| Welcome to ZyDAS Wireless Lan Driver Uninstall installation
program. You will be guided through the steps necessary to
run this software.

® Installatjeh Type
® Installing
®Finish Up /|

(" GoBack £ Click Continue




Install ZyDAS Wireless Lan Driver Uninstall

O Introduction
© Read Me
[ ] Select\Desrinarion

[ ] lnsrallﬁi\ion Type

® Installing
® Finish Up

Important Information

ZyDAS Wireless Lan Driver Install 1.02 for Mac OS5 X
March. 31, 2005

This README file contains important information you shiould know
about ZyDAS Wireless Lan Driver Install for Mac OS X. Please
carefully read it before you install this software.

System Requirements:
Mac OS X version 10.2 or later.

Installation Instructions:
None.

Known Issues and Bugs:
None.

Install ZyDAS Wireless Lan Driver Uninstall

O Introduction

O Read Me

e Seleq Destination
® Installatjeh Type

® Installing
® Finish Up

Select a Destination

| Select a destination volume to install the ZyDAS Wireless
Lan Driver Uninstall software.

Macintoch 0S Macintoch DATA Macintoch OS-A
19.9GE (14.7GB Free} 25.8GE (22.3GE Free} 4.9GB (4.9GB Free)
C J R

Installing this software requires O bytes of additional space.

You have selected to install this software on the volume
“Macintoch 05."

_

¢ Click Continue

.

( print.. ) ( save.. ) Click Continue




Install ZyDAS Wireless Lan Driver Uninstall

Easy Install on “Macintoch OS"

O Introduction

© Read Me Click Upgrade to perform a basic installation of this

© Seledt Destination software package on the volume “Macintoch 0S."

(-] Install.'inion Type
® Installing

® Finish Up

Uporade

Authenticate

Installer requires that you type your password.

Name: apple
Password: sesss
@ Details
@ Cancel | o Click OK
[aR el Install ZyDAS Wireless Lan Driver Uninstall
‘ Install Software

© Introduction
e 'Ri\d Me

] Sele\a_ Destination
(-] Irlstall.'inion Type

 Installing The software was successfully installed

© Finish Up

_

) ( Close

)

Go Back

uninstallation is Complete!

‘—E Click Upgrade
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